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TRANSFER SWITCH PANELS FOR 
GNERATING SETS 

 
 



Automatic panel AT92B3805 for generating 
sets 

Ith contactors with 
temperature </= 40°C 

KVA/400V-3Ph KVA-230V-3Ph KVA-230V-1Ph 

28 19 11 10 
45 31 17 16 
60 42 23 22 
90 62 35 33 
110 76 43 40 
125 87 49 46 

  

STANDARD COMPOSITION 
 1-metal case 15/10 thick painted by epoxy powder RAL7042 
 2-mains-genset switching contactors both electrically and mechanically blocked 
 1- 2A battery charger 
 1-Buzzer  
 7-protection fuses 
 1-16 poles terminal board (complete with plug) for auxiliary engine connection 
 1-internal terminal board for special function auxiliary connection 
 1-terminal board for user’s load power connection 
 3-amperemetric transformers 
 1-emergency button 
 1-TE805 board (see board function description at page.5) 
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AUTOMATIC PANEL AT92B3805 VIEW 
 
 
 

 

Electronic 
board 
 

Battery 
charger 
 2A-230V 

 

Protection fuses 
on mains and 
generator 
auxiliary input 
 

Emergency 
button 
 

Terminal board for 
special functions: 
remote Start/Stop, 
SCR,EJP 
 

Power terminal 
boards for user’s 
load connection  
 

Buzzer 
 

Mains-generator switching by 
mechanical and electrical inter-
locking. Switching is standard 4 
poles in order it can be also used in 
single phase by bonding the two 
poles. In this case, capacity of the 
contactor must be calculated 
multiplying the thermic current Ith 
x1,6 

 
 
 
 
 
 

16 poles 
connector for 
auxiliary engine 
connection. plug 
for connection is 
included 
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CONSTRUCTIVE FEATURES 

   
Panel minded in all details  

 
All controls are simple, intuitive and easy to use  

  

Components are well positioned 
inside 

Connection to power terminal 
board, to mains contactor and 

genset contactor is easy. Actually, 
there is a wide space. 

16 poles connector for connection to the 
engine is at the bottom. Holes 

arrangement for power cabled entry. 
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KEYBOARD DESCRIPTION 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

A01-
A02-

A10-
A11-

Alta temperatura motore
Bassa pressione olio
Guasto sensore pressione
Basso livello carburante
Tensione batteria alta
Tensione batteria bassa
Batteria inefficiente
Alternatore carica batteria
Avaria segnale motore in moto
Bassa velocità motore
Alta velocità motore
Mancato avviamento
Arresto di emergenza
Avaria meccanica
Mancato arresto

A0
A03-
A04-
A05
A06-
A07-
A08-
A09-

A12-
A13-
A14-
A15-

Alta temperatura motore
Bassa pressione olio
Guasto sensore pressione
Basso livello carburante
Tensione batteria alta
Tensione batteria bassa
Batteria inefficiente
Alternatore carica batteria
Avaria segnale motore in moto
Bassa velocità motore
Alta velocità motore
Mancato avviamento
Arresto di emergenza
Avaria meccanica
Mancato arresto

A16-Bassa frequenza Gen.
Alta frequenza Gen.

Alta tensione generatore
Asimmetria generatore
Corto circuito generatore
Sovraccarico generatore
Intervento protezione esterna Gen.
Errata sequenza fasi generatore
Errata sequenza fasi rete
Errata impostazione frequenza
Anomalia contattore Gen.
Anomalia contattore Rete
Richiesta manutenzione
Errore sistema

A17-
A18-
A19-
A20-
A21-
A22-
A23-
A24-
A25-
A26-
A26-
A28-
A29-
A30-

A31-Ore noleggio esaurite
Basso livello liquido radiatore
Interruttore protezione Gen.chiuso
Interruttore protezione Gen. Aperto
Allarme da carica Batteria

A32-
A33-
A34-
A35-

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

erator 

Indicating led for 
selected 
measures: 
Hz 
Rpm 
Ampere 
KVA 
Battery voltage 
Hour counter 
Hours to 
maintenance 

PHASE- to 
select phase  
L1-L2-L3 which 
display 
measures refer 
to 

Led for 
indication of 
measured 
phase -L1-
L2-L3 

MEAS to select the measure 
to be shown on the display. 
The selected measure is 
indicated by its led lighting 

Test keys to select 
manual or automatic 
(calendar 
arrangement) 

Led V Mains and V Gen 
to indicate if measure on 
the display refers to 
mains or gen

Keys for functioning 
selection: 
MAN-manual start and 
stop by START and 
STOP keys 
AUT-automatic 
RESET- to cancel an 
alarm message and 
block all the functions 
of the board 

Led for running engine 

Led for mains and 
generator voltage on 

START and 
STOP keys to 
stop the 
generator 
during manual 
functioning 

Table which shows 
alarms codes. 
Adhesive labels are 
supplied in different 
languages:  
English 
French 
German 
Spanish 

Key mains 
contactor 
closing during 
manual 
functioning 

Led for showing 
mains or 
generator 
contactor is 
closed 

Key for manual  
genset 
contactor 
closing during 
manual 
functioning 

Led for 
alarms on 
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Functions description for control device with three-phase survey for genset and 

mains voltage 
 

On the frontal part we find the following commands 
and indications: 
Disply at 4 digit to have a look at some codes and 
alarm names, measures and parameters for setup 
CODES AND ALARMS NAMES 
VISUALIZATION 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 

 
 
 

 

 

 
 
 
 

A01-high engine temperature 
A02-low oil pressure (digital sensor) 
A03-pressure digital sensor failure 
A04-low fuel level (digital sensor) 
A05-high battery voltage 
A06-low battery voltage 
A07-inefficient battery 
A08-battery charger alternator failure 
A09- failure on signal for rev-counter survey 
A10-low engine speed 
A11-high engine speed 
A12-starting failure 
A13-emergency stop 
A14-unexpected stop (it means that the card 
having given the stop command does not survey 
the starting engine and therefore the stop is 
surely due to a mechanical problem) 
A15-stop failure 
A16-low generator frequency 
A17-high generator frequency 
A18-low generator voltage 
A19-high generator voltage 
A20-generator asymmetry 
A21-short circuit 
A22-generator overload 
Protection A21 and A22 take part according to 
some parameters set up in an proper Menu in 
which the following parameters are set up:rated 
current for generator; limit of maximum current in 
%; limit of current for immediate intervention in 
%; delay of the maximum current in seconds 
;time for protection restoration in seconds 
A23-external generator protection intervention 
A24-incorrect generator phases sequence 
A25-incorrect mains phases sequence 
A26-wrong frequency system setup 
A27-generator contactor failure 
A28-mains contactor failure 
A29-request for maintenance  
A30-system error (it is a self-checking of the 
operating system of the card) 
A31-rent hours exhausted 
A32-low radiator liquid level 
A33- magnetothermic switch for closed genset 
protection   
A34-magnetothermic switch for open genset 
protection 
this function is important both in the manual and 
automatic functioning since it guarantee that 
switch is in the right position in both functioning 
systems 
A35-alarm from battery charger 
UA1-adjustable users alarm 
UA2- adjustable users alarm 
UA3- adjustable users alarm 

 UA4- adjustable users alarm  
 
 
 

ELECTRICAL MEASURES VISUALIZATION 
 

 
 
 

 
 
 
 

Generator and mains voltage phases on L1-L2-
L3 
Generator and mains frequency 
Genarator rev-counter 
Ampere for every phase of Generator and Mains 
on L1-L2-L3 
kVA 
battery volt 
Hourcounter 
hours to the maintenance 

Visualization of all the set up  parameters through 
access with password to the following menu: 
Menu 01- Usefullness contains the parameters that 
refer to the calendar, the month and the year  
Menu 02- General contains all the parameters that refer 
to the electrical parameters (TA; type of line L-L/L-n/L-
L+L-N; frequency;ect   
Menu 03- Battery to be used to set up all the 
parameters for battery control 
Menu 04- motor starter allows to set up all the 
parameters that refer to engine starting both for diesel 
engines and petrol engines provided with compressed 
air systems 
Menu 05-engine control are parameters that refer to all 
engine functioning limitssuch as minimum and 
maximum limit of speed, etc… 
Menu 06- mains control to be used in order to set up all  
parameters for mains control like minimal and maximum 
voltage limit, maximum voltage, asymmetry, frequency 
etc… 
Menu 07- generator control to be used to set up all the 
parameters of alternator control like minimal and 
maximum voltage, asimmetry, frequency, etc… 
Menu 08- generator protection, to be used to set up all 
parameters for loading limits control for generator 
functioning, like rated current, minimum and maximum 
level, etc… 
Menu 09- test and maintenance to be used to set up all 
parameters for test and maintenance of generator, like 
test qualification, test break, days where test is 
excluded, beginning time, test period with and without 
load, break for maintenance time, etc… 
Menu 10- door and communication are parameters that 
refer to RS232 and RS485 utilization 
Menu 11- several in this menu all standard and custom 
fuctions are provided (realized on specific customer’s 
request) like generator threshold for starting and 
stopping according to mains kw; dummy load command 
with on/off treshold;rent hours; choosing functioning 
way (EjP;SCR etc);automatic block and test; Starter of 
the generator in case mains switch failure. 
SPECIAL FUNCTIONS ( page 7) 

 generator Start/Stop on mains kW threshold  
 Dummy load Command 
 Renting hours 
 Block for automatic and test ways 
 Engine Starting for TLGR failure 
 Functioning mode exit 
 Remote start 
 SCR 
 EJP 
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Technical Characteristics for Electronic circuit 
Battery rated voltage 12 or 24VDC without distinction 
Maximum current absorbed 250mA at 12VDC and 125mA at 24VDC 
Maximum power consumption/dissipation 3W 
Functioning range 9÷35VDC 
Stand-by current …mA to 12VDC and …mA to 24VDC 

Digital input 
Input type negative 
Current input 8mA 
Low input signal ≤1,5V (typical 2,9V) 
High input signal ≥5,3V (typical 4,3V) 
Input signal delay ≥50ms 

Speed input "w" (terminal 2.3) 
Input type Coupling AC 
Voltage range 5÷50Vpp 
Frequency range 40÷2000Hz 

Input (500rpm) battery charger alternator with permanent magnets (terminal 2.1) 
Functioning range 0÷40VAC 

Input (500rpm) for pre-excited battery charger alternator ( terminal 2.2) 
Functioning range 0÷40VDC 
Maximum input current  12mA 
Maximum voltage at +D terminal 12 o 24VDC (battery voltage) 
Pre-excitation current  170mA at 12VDC or 130mA at 24VDC 

Relay output for generator contactor terminals 5.1-5.2 (voltage free) 
Contact type 1 NO  
Utilization category B300 

30VDC 1A Auxiliary service 
Voltage use 250VAC rated (440VAC max) 
Rated capacity at 250VAC 8A in AC1 (2A in AC15) 

Relay output for mains contactor terminals 5.3-5.4-5.5 (voltage free) 
Contact type 1 in switching 
Category rating B300 

30VDC 1A Auxiliary service 
Voltage use 250VAC rated 
Rated capacity at 250VAC 8A in AC1 (2A in AC15) 

Relay output terminals 4.1-4.2-4.3  (voltage free) 
Contact type 1 in switching 
Category rating B300 

30VDC 1A Auxiliary service 
Voltage use 250VAC rated 
Rated capacity at 250VAC 8A in AC1 (2A in AC15) 

Relay output terminal 4.5-4.7-4.8-4.9 (Voltage on + battery) 
Contact type 1 NO for relay and terminal in common 
Category rating 30VDC 1A Auxiliary service 
Voltage use 30VDC 
Rated capacity at 30VDC 5A in DC1 
Maximum current on common terminal of relays 12ADC 

Interface of communication with PC 
Type of interface RS232 
Baud-rate Adjustable 1200...38400bps 

Volt metric input for mains and generator 
Maximum Ue rated voltage 100…480VAC L-L (277VAC L-N) 
Measurement range 50…620V L-L (358VAC L-N) 
Frequency range 45 ÷65Hz 
Measuring type True and effective value (TRMS) 
Measuring input impedance >1,1MΩ between L-L e >570kΩ between L-N 
Wiring connections 1 phase, 2 phases, 3 phase with or without neuter 

Amperometric inputs 
Rated current le 5A – feeded by external current transformer (low voltage) 
Measurement range 0,05÷6A 
Type of measure True and effective value (RMS) 
Permanent thermic limit +20% Ie  
Short thermic limit 50A for 1 second 
Self-consumption <0,3VA 
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Measuring accuracy 

Measuring conditions 
Temperature

Relative humidity
Voltage
Current

+23°C ±1°C 
45 ±15% 
0,1 ÷ 1.2 Ue 
0,2 ÷ 1.2 Ie 

Voltage ±0,25% f.s. ±1digit 
Current ±0,55% f.s. ±1digit 
Frequency ±1digit 
Apparent power ±0,5% f.s. ±1digit 

Additional errors 
Relative humidity   ±1digit    60%÷90% R.H. 
Temperature ±1digit    –20°÷+60°C 

Environmental functioning conditions 
Working  temperature -20 ÷ +60°C 
Storage temperature -30 ÷ +80°C 
Relative humidity <90%  
Maximum pollution degree  degree 3 

Connections 
Terminal type extractable 
Cable cross section (min and max) 0,2÷2,5 mmq  (24÷12 AWG) 
Tightening torque  0,5 Nm (4,5 LBin) 

Standard references 
IEC/EN 60255-6, IEC 60664-1, IEC/EN 61000-4-5, IEC/EN 61000-4-4, IEC/EN 61000-4-3, IEC/EN 61000-4-6, IEC/EN 60255-22-2, IEC/EN 
55011,  
IEC/EN 60255-21-2, IEC/EN 60068-2-6 (LROS-Lloyd’s Register Of Shipping), IEC/EN 60068-2-52 (RINA), IEC/EN 60028-2-61, IEC/EN 
61010-1 and  
UL 508/C22.2_N14-95 (cULus). 

 
SERIES SPECIAL FUNCTIONS 

 
There are some special functions that can be activated by entering a password in a special program menu called SET-Up. The functions 
are: 

 Start/Stop genset on mains threshold kW  
It allows setting up the minimal and maximum threshold of the kW when it wants to start or stop the generator with load switching from 
mains to genset   

 Dummy load command 
It allows inserting a fictitious load in order to avoid the generator on with low load. Its possible to set up the minimal and maximum 
threshold in kW of intervention with relative times and cycles.  

 Rent hours  
It allows to set up an overdue time for rent which stops the generators. 

 Block for Automatic and Test 
It can be used when it is necessary to use generator only in Manual mode .This function allows Automatic and Test functions turn off. 

 Engine Starter forTLGR failure 
In case the generator finds breakdown on mains contactor, the genset is automatically started and load is transferred under the genset 
contactor 

 Exit from functioning mode 
It is possible to activate an exit for indication for board functioning status 

 Remote start 
This function is on only on automatic functioning. it allows start and stop the generator by external contact opening and closing even if 
mains is on. Switching occurs only when lack of mains is surveyed. 

 SCR 
This function is on only during automatic functioning and it allows: 
To start the generator through the closing of an external contact 
To carry out the load switching on the generator when mains is on 
To stop the generator when contactor opens and to switch the load to the mains 

 EJP 
It is a specific function for French market and it can be activated in two different ways: 
EJP (standard) by closing an outside contact, then, after an adjustable time of 30', the generator will start. 
The closing of a second contact controls the load switching to the generator 
EJP/T- starter of the generator happens by closing an outside contact; the switching comes after an adjustable time of max 30'       
 
Note 
In both case it is possible to select whether the load shall remain on the generator or if it has to be switched on the mains in case of 
generator failure, 
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Panel Scheme  
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Scheme TE805 
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General features 
 
Protection degree IP-20 
Homologation references 

 
 

Dimensions 
 

  
 

CODES FOR ORDERS 
 

Ith contactors 
with temperature 

</= 40°C 
KVA/400V-3Ph KVA-230V-3Ph KVA-230V-1Ph Codes for orders 

28 19 11 10 AT92B380519 

45 31 17 16 AT92B380531 

60 42 23 22 AT92B380542 

90 62 35 33 AT92B380562 

110 76 43 40 AT92B380576 

125 87 49 46 AT92B380587 

 
Kit for series supplied accessories 

 

Package in cartoon box. 
Weight for panels to 42kVa:10,5/11kg –to 87kVA:12,5-
13kg 

Handbook 

16 poles plug for 
engine signals 
connection  

N°2 fuses 
N°2 Fischer for fixing 
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OPTIONALS FOR PANELS AT92B3805 SERIES 
DIFFERENTIAL SWITCHES 

 
DIFFERENTIAL SWITCHES In-0,03 

 
 

MAGNETOTHERMIC SWITCH 

  
 

 
 
 

 

 

  

 
 

 

A
M

P
E

R
E

 

2P 3P 4P 2P switch 
/differential 

3P switch 
/differential 

4Pswitch 
/differential 

10 157IM2P010 157IM3P010 157IM4P010 157IMD2P010 157IMD3P010 157IMD4P010 
16 157IM2P016 157IM3P016 157IM4P016 157IMD2P016 157IMD3P016 157IMD4P016 
20 157IM2P020 157IM3P020 157IM4P020 157IMD2P020 157IMD3P020 157IMD4P020 

AT92B380517 
 

25 157IM2P025 157IM3P025 157IM4P025 157IMD2P025 157IMD3P025 157IMD4P025 
32 157IM2P032 157IM3P032 157IM4P032 157IMD2P032 157IMD3P032 157IMD4P032 AT92B380528 

 40 157IM2P040 157IM3P040 157IM4P040 157IMD2P040 157IMD3P040 157IMD4P040 
50 157IM2P050 157IM3P050 157IM4P050 157IMD2P050 157IMD3P050 157IMD4P050 AT92B380542 

 63 157IM2P063 157IM3P063 157IM4P063 157IMD2P063 157IMD3P063 157IMD4P063 

AT92B380562 80 157IM2P080 157IM3P080 157IM4P080
AT92B380576 100 157IM2P100 157IM3P100 157IM4P100
AT92B380587 125 157IM2P125 157IM3P125 157IM4P125

 
NOT AVAILABLE 

 
Example of switch kit installation 

  
 

1 2 3 
Kit is complete with: switch, 

support and cables 
Panel has an arrangement for kit 
installation 

To open holes at the bottom according 
to type of switch. Holes allow switch 

being outside without opening the door 
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Document 5159  

TECNOELETTRA GENERAL SALES CONDITIONS 
 

  Via Dimo Vioni , n.5  -  Frazione S. Rocco 

QUOTATIONS 
Any offer issued by the Seller remains valid for 30 days from 
the date of the quotation, unless stated otherwise, and is 
automatically void at the lasting date. 
PRICES 
The prices are those specifically valid of the ruling price list, 
VAT excluded. Furthermore, they do not cover the costs of 
packing, carriage, delivery, custom duties and/or any other 
charges, unless stated otherwise.  Except when agreed with 
TECNOELETTRA in writing, the ruling prices shall be applied 
to all deliveries beginning from January 1. Furthermore, the 
prices are not binding and for general guidance only: the Seller 
shall have the right to increase or decrease prices for eventual 
variations occurring in the cost of raw materials. 
MODIFICATIONS TO PRODUCTS 
The Seller reserves the right and the faculty, without previous 
warning, to make any modification for improvement of the 
products, including constructive ones without however altering 
the overall structure or dimensions but assuring a total 
interchangeability at all times.  
SUPPLY 
The terms of the contract only include what is clearly and 
specifically described in the Seller's order.  At any moment, the 
contract shall be suspended in case the Buyer's property 
conditions change as per the Italian Civil Code art.1461. 
Performance of the contract by the Seller is subject to 
availability of goods and material from time to time. 
DELIVERY 
Unless otherwise agreed in writing, as a general rule, delivery 
shall be ex works Guastalla. All responsibility on the Seller's 
part shall cease when the goods subject of the contract are 
despatched from the Seller's premises; goods are 
consequently transported at the risk and danger of the Buyer. 
DELIVERY TIMES 
The delivery times defined in the Seller's quotations and in any 
other document issued by the Seller, begin from the date of 
receipt of the Buyer's order and are an estimate only. 
The Seller's reserves the right to extend the delivery time 
whenever the Buyer delays to fulfil the contract obligations and 
in particular if: 
 
 

 
 

 

 

there is a breach of payment; 
the Buyer does not provide each necessary data on time or 
does not promptly communicate his approval for drawings or 
schematic diagrams, whenever requested; 
the Buyer requires modifications during the contract period; 
the Buyer does not supply the materials of his supply on 
time 
circumstance beyond the Seller's control; which 
circumstances shall include but not be limited to weather 
conditions, fire, breakdown in the Seller's plant or 
machinery, floods, earthquakes, war; 
immobilisation requisitions, embargo, insurrection, shortage 
or breakdown of transport materials or plant, restrictions on 
the use of power, lockout, strike, stoppages, industrial 
disputes or acts of terrorism, etc. 

DELIVERY DELAYS 
Eventual delivery delays do not give the Buyer the right to 
cancel the contract, totally or partially, and to receive 
damages, except when regularly stipulated in the contract. 
PACKING 
It is always gratis. 
WARRANTY AND GUARANTEE 
The Seller guarantees that the products the subject of the 
contract shall be free from defects including components and 
manufacture and specifications of the contract. The warranty 
period is 12 months from the date the goods the subject of the 
contract are despatched from the Seller's premises.  

The warranty is applicable to the products supplied by the 
Seller and includes parts and components purchased from 
other suppliers of the Seller. 
The guarantee does not cover: 
 
 
 
 
 
 

 

parts subject to normal wear 
parts damaged for improper usage 
parts damaged for inattentive and/or careless treatment 
parts damaged for improper assembly 
parts damaged for excessive stress imposed to materials 
parts damaged for negligence in the maintenance 
operations 
parts damaged for circumstances not subject to the Seller's 
control. 

The Seller shall replace or repair all products or components 
which present proven manufacture defects on condition that 
they are claimed for in writing within the validity of the warranty 
period. Each repaired or replaced item is guaranteed for a 
period as the previous one. 
The Buyer has no right to claim for damage or loss whatsoever 
kind arrising out of the provision or performance. The 
guarantee is subject to the respect by the Buyer of the contract 
obligations, with particular respect of the terms of payment. 
PAYMENT 
The payment of the Seller's invoice must be made in the form 
expressly specified in the contract.  
The Buyer's takes upon himself all risks involved in the transfer 
of the sums, whichever the method used. 
 For the amounts which will not be received at the payment 
due date, the current bank interest of the Seller shall be 
applied. 
 Payment will not be witheld pending the settlement of eventual 
technical or commercial objections raised.  
Eventual payment breaches give the Seller the right to 
suspend the outstanding contracts or to require their payment 
in advance. 
RETURN OF MATERIALS 
The return of goods shall not be accepted unless previously 
agreed and authorized in a writing.  
The acceptance of returned materials for causes not due to the 
Seller, depends only on the Seller's unquestionable discretion 
and at the conditions given herebelow: 
 
 
 
 

 
 
 

standard material normally on stock  
original packing 
no visible damage 
indication of the purchase date, if possible, on the return 
documents 
validity of the product warranty 
20% deduction for handling charges, VAT excluded 
return of material free of charge 

PROPER LAW 
For any dispute, the only competent court shall be Reggio 
Emilia. Whenever the Buyer intends to apply a penalty, it is to 
be notified by registered letter.  
Retroactive effect to the date of letter receipt is not accepted. 
For all legal proceedings, our registered office at Via Dimo 
Vioni 5, Guastalla, Reggio Emilia, Italy is valid.  
The proper law governing each contract is the Law of Italy. 
Conditions mentioned above cancel and substitue all previous 
ones. 
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