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KUBOTA J SERIES
DIESEL ENGINE GENERATORS

Made With You In Mind

Output Range: (Single Phase) 5.5 kW ~ 18.8 kW
(Three Phase) 10.0 kVA (8.0 kW) ~ 23.5 kVA (18.8 kW)
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ISO 9001 Certified KUBOTA ENGINE PLANTS - SAKAI/TSUKUBA/SAKAI-RINKAI-




The Power You Can Always Count On

Kubota, the company that really understands your generator needs, introduces a new line of
semi-open type generators packed with more features than comparable models in its class.

The J-Series' compact "easy to use anywhere" design permits operation even where space is limited.
The combination of a larger capacity fuel tank and Kubota's exceptional fuel efficiency gurarantee
longer hours of continual electrical energy.

By using Kubota's own clean emission diesel engines, dependability is built-in. If you need a compact,
easy to use, easy to operate, economical and dependable power, get a Kubota.

Specifications

MODEL Single Phase Madel 3-Phase Model
Jie | g8 [ 12 [ 16 810 | 5 | Js20 |
Output Power
Standby Output KVA(KW) [ 6.0(6.0) B8(88) [ 132(132) 17.6(17.6) 11(8.8) 16.5(132) (178
Prime Output KVA (KW ) 5.5(5.5) 8(8) 12(12) ~ 16(16) 10(8) 15(12) | 20(16) 1
Voltage - 3 phase - - - | - - 30 | 415 | 380 | 415 | 380 | 415 1
Voltage - single phase 220 | 240 | 220 | 240 | 220 | 240 | 220 | 240 | 220 | 240 | 220 | 240 220 [ 240 | ]
Single phase - 110V A = b '_______77?_77 SR ] . 5 !
Singla Phase - 120V A - ey i = e neaert=oy ] 00 |
8 Single phase - 127V A B = i i E g o [ St
§ | Singlo phase - 220V A B - T [ 7 (O e A 182x3 [
E Single phase - 240V A 22.97 33.3 50.0 EE!.? B3x3 12.5:3 15.0x3 |k
g 3 phase - 208V A Al i ] [ T R | iy S Y L 1
& | 3 phase - 220V A = s S| [k SR = YT L | el = = o p e BT TR
3 phase - 380V A .| o 152 Al 304 |
3 phase - 415V A o 13.9 209 27.8
Generator
Design Revolving-field, selllggparmed ein_tad 1_y_pe AVFi_qt_i_nr{rator ] ——
No. of poles i 3 i s 2-Pole S
Generator RPM 3 3000 L e e oSS I
Frequency Hz . . TE e, SN STy o IR oy preeL ¥ |
Power Factor 1.0 0.8
Insulation s 7 j :7;777 - E "~ Rotor coll; Ciagé_if.-:_s:_ta}clr coll; Class B : = 1
Type of Coupling = e gl Direct coupling 1
Diesel Engine
Kubota Engine Mode! 2482 | Dbr22 [ o105 |  vis | D722 | D005 | wviss | ]
Design 4-cycle Water cooled diesel engine 1
Starting system Eor, R " Electric- 12valt0C |
Displacement cC 479 719 1001 1335 719 [ 1001 1835 L
No. of Cylinders 2 3 3 4d N [T e | B e N 1
Bore x Stroke mm | 67x68 |  67x68 76x736 |  76x736 67x68 76x736 |  76x736 |
Lubricating Oil LR il ' ~ API Service ClassCD, CE, CF, 10Wa0 ) A iy _. |
Lubricating Oil Capacity _ [iter(USiats)]  2.2(232) |  34(36) 43(454) | 57(602) | 34@36) | 43454 | 57(602) | |
Coolant Capacity liter(US.qts)]  2.3(2.43) 3(3.17) 3.3(3.49) 3.5(3.7) 3317) | 33(3.49) 3.5(3.7)
Set
Fuel Diesel fuel No. 2 (ASTM D975)
Fuel Tank Capacity litter(U.S.gal)]  37(9.77) 37(9.77) 79(20.87) 79(2087) |  a7@77) | 79(2087) |  79(20.87) 1
atFullLoad| Uhigh) |  225(06)  3145(157) | 45(224) | 595296 315(157) |  45(224) | 59529) | |
Consumption| 94 Load | Ungh) | 18805) | 263(131) (188) | 47523) | 263(131) | 37818y | 475@3%) | |
at1/2 Load | Wh(g/) 1.56(0.77) 2.18(1.08) 2.88(1.43) 3.78(1.88) 2.18(1.08) 288(143) |  378(188)
Continuous | at Full Load | hours e (o ] g e D i S o it 7 o [t
Operating at3/4 Load |  hours i JgR | EE) .61 20D | i 615 13.5 20 16.5 |
Hours at12load | hows | 23 16,5 265 B 20,5 By IR0 265 205 (I
Battery V-Ah/20Hr 12V-85Ah |  12V-45Ah | 12V-65Ah 12V-65Ah | 12V-45Ah 12V-66An | 12v-65Ah
Type of Stop Solenoid Energlzed-to-s_tgx_a_ “‘_ _E_pgrg_ig'ug-rtn-ﬂunv L ‘ignr,-rrgizeid@-giqp’ ________Erlujgiz_gd-_tq-ﬂug ] iy 1
f;]]:;[iga a;’e:!a; meter (2300|950 74.0 75.0 76.5 | 775 75.0 76.5 i 77.5
o L | mm(inch) | 923(364) | 995(392) | 121547.9) | 1800(512) | ©995(392) | 1215(479) | 1300(51.2) |
w/o Caster w mm(inch) |  593(234) | 593(234) | 611(241) | 611(241) |  583(23.4) 611(241) |  611(24.1) |
H mm( inch ) 860(33.9) 860(33.9) 922(36.3) 922(36.3) 860(33.9) 922(36.3) 922(36.3) |
Approx. Dry Net Weight ko(1h.) ~225(496) 255(562) |  340(750) |  380(838) |  255(562) |  340(750) |  380(838) |
Options
| Casterx4 [ | avallable | N/A [ available | N/A |




*The model numbers starting with J1 mean single phase models, and the model numbers starting with J3 mean 3-phase.

For 60 Hz Area c I I P I
Single Phase Model | 3-Phase Model On rO ane
J107 | J110 i J114 [ J119 | 4313 [ J318 [ U324
7.4(7.1) 11(11) 15.4(15.4) 20.6(20.6) 13.701) | 19.2(15.4) | 258208 [~ Smgle Phasg
6.5(6.5) 10(10) 14(14) 18.8(18.8) 12.5(10) | 17.5(14) | 23.5(18.8)
- - - 220 | 208 | 220 | 208 | 220 | 208 Warning lamps
110/220[127/220[120/240|110/220|127/220|120/240 [110/220]127/220| 120/240 | 110/220| 127/220| 120/240| 127 | 120 | 127 | 120 | 127 | 120
= = = Hour Voltage Key
I 59.1 90.9 63.6%2 85.5% 2 Melsf  meter iy O
54,2 833 58.3x2 78.3x%2 203 30% 3 40%3
51.2 78.7 90.6 90.6 19.7x3 | 275x3 | 87%3
| 295 455 63.6 855 | 15x3 20x3 | 27.3x38
27.1 41.7 58.3 78.3 - - -
= - - = 347 48,5 65.2
= - - - 32.8 45.9 61.7
Revolving-field, self/separated excited type AVR generator
2-Pale
[ 3600
S — o -
o o Bie 0.8 Output
Rotor coil; Class F, Stator coil: Class B terminals
Rlieete0lpid Gircuit —  Ground
breaker terminal
7482 D722 D1005 [ V1305 | D722 | D1005 | V1305 R J
4-cycle Water cooled diesel engine
Electric - 12 volt DC ,-( 3 Phase I~
479 719 1001 1336 719 1001 1335
2 3 3 4 3 3 4 )
67 x 68 67 x 68 76%73.6 76%736 67x68 | 76x73.6 | 76x73.6 Warning lamps
3 API Service ClassCD, CE, CF, 10W30 Hour Voltage | Key
i 2.2(2.32) 3.4(3.6) 4.3(4.54) 5.7(6.02) 3.4(36) | 4.3(4.54) | 5.7(6.02) meter  meter switch
2.3(2.43) 3(3.17) 3.3(3.49) 3.5(3.7) 3(317) | 3.3(349) | 35(3.7)
Diesel fugl No. 2 (ASTM D975)
37(9.77) 379.77) 79(20.87) 79(20.87) 37877) | 79(2087) | 79(20.87)
[ 275(1.37) 422(2.1) 5.82(2.89) 7.5(3.73) 422(2.1) | 5.:82(2.89) | 7.5(3.73)
230114 35(1.74) 4,8(2,38) 6.1(3.03) 3.5(1.74) | 4.8(2.38) | 6.1(3.03)
1.9(0.94) 2.85(1.42) 3.87(1.92) 4,95(2.46) 2.85(1.42) | 3.87(1.92) | 4.95(2.46)
[ e L 135 10.5 8.5 135 10.5
15,5 10.5 16 13 10.5 16 13
19 125 20 16 125 20 16
12V-35Ah 12Y-45Ah 12V-654h 12V-654h 12V-45Ah | 12V-65Ah | 12V-65Ah
Energized-to-Stop Energized-to-Run Energized-fo-Stop Energized-to-Run
76.0 765 81.0 82.0 76.5 81.0 82.0
Qutput
923(36.4) 995(39.2) 1215(47.9) 1300(51.2) 995(39.2) | 1215(47.9) | 1300(51.2) terminals
593(23.4) 593(23.4) 611(24.1) 611(24.1) 593(23.4) | 611(24.1) | 611(24.1) Gircuit Gind
860(33.9) 860(33.9) 922(36.3) 922(36.3) 860(33.9) | 922(36.3) | 922(36.3) breaker  terminal
225(496) 265(562) 340(750) 380(838) 2565(562) | 340(750) | 380(838) k
| available N/A | available | N/A 2|

*Specifications are subject to change without notice.




Designed to Anser Your Needs

Ease of Operation

Compact Design

The J-series' advanced design and
superior engineering minimized both
space and weight, Whether its your
backyard or in your basement, it will fit
neatly in most any place you wish to put it.

High Output

Thanks to the engine's vertical design,
this direct coupled 2-pole series is
capable of producing high output.

Dependable Power

Transistor Automatic Voltage
Regulator (AVR)

The J-Series uses a transistor AVR to
ensure a stable flow of current for most
any kind of jobs you can think of.

A Skewed Rotor & Damper
Winding

The waveform distortion is kept to a
minimum by the skewed rotor, while the
damper winding protects the generator
during short circuits, regulates voltage
fluctuations during condensive loads, and

Front Panel Control §
Key switch, voltage meter, circuit breaker, E a Sv M dain te nance withstands load fluctuations during

and warning lamps are all conveniently condensive and non-linear loads.

athered on a drip proof control panel. Effortless Maintenance
4 ne F All gauges and filters (except for Z482 I n c re a s e d S a fetv
Large Capaci[v Fuel Tank and D722's oil filter) are conveniently .
The larger capacity fuel tank enables situated to simplify daily maintenance. Emerggncv Unit . .
|Qnger per[ods of continuous gpgration KUBOTA . Automatically ShLI.t the anglne down in
on a single tank of fuel. i . ey case of abnormalities in oil pressure,
(hrs) water temperature, and when the fanbelt
Model coiiauslOnerating Hours ’b;:nall):ft, allccidem prevention is only applicable to
atFull Load | at 3/4 Load | at 1/2 Load generators using D1005 and V1305 engines.

J106 16 19 23

UHCBAI™ 115" || 135 166

J112 17 20 26.5 =y -
R

J310) 115 | 135 | 165

J315 17 20 26.5 i

— : Double Element Air Filter ; .

J 13 16.5 20.5

ﬁﬁ? e e e T A double element air filter is used in the Electric _Shock and Entangling

J110 85 105 125 J-Series to withstand heavy-duty Preventions

J11a | 135 16 20 use, and to protect the generator from Protective covers are attached on all

60Hz| J119 | 105 13 16 sand-caused damages. output terminals to prevent electric

J313 8.5 10.5 12,5 s shocks. The number of safety covers has

J318 13.5 16 20 also been increased to prevent entangling

J324 10.5 13 16 accidents.

Enhanced Transportahility

A 1-point lifting eye and special forklift
openings helped enhance the series
transportability.

Access Terminals for Easy Wiring
with AMF Panel or ATS

New access terminals are provided for easy
wiring with the automatic start/stop system.
These terminals are also for the AMF panel
and the Automatic Transfer Switch, which are
both options provided separately by the user.
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